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COS-100

» USB Memory Slot

Display of Temperature, %RH and Atmospheric Pressure
Internal Data Logging

» Power: DC 12V

Max. Flow: 13 L/min

Pressure: 50mmHg

» Weight: 8kg

KMS-100

TYPE APPROVAL

Flow Range: HCHO (0.001 ~ 1.2 LPM), TVOC (0.01 ~ 0.25 LPM)
Pump Type: Diaphragm Type
Operation Time: Max. 13hr with DNPH cartridge and TENAX Tube

+ USB memory support

Temperature & Pressure: 25C/1Atm
Battery Type: Ni-MH, 12V 2ZAH
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KMS-4000

TYPE APPROVAL

- Display of Instantaneous flow and volumetric flow simultaneously

Flow temperature and pressure correction
NI-MH battery

» Printer port and USB support

Embedded flow calibration
Flow Range: 0 ~ 23.5 LPM

« Qperation Time: Max. 8hr

Pump Type: Linear Type, 0 ~ 32 LPM
Constant flow control

SARA-5100

TYPE APPROVAL

Graphic LCD

Delayed Start

Small and Light

Flow Range: 0 ~ 25 LPM
Operation Time: Max. 10hr
AC/DC

Weight: 4kg
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KM-101

Flow Calibrator

- Accurate Flow Calibration

» Small and Light

» Battery Type: NI-MH, 12V 3AH

» Weight: 1.5kg

» Operation Temperature: 0 ~ 50T
» Operation Time: Max. 15hr

+ DPU-414 Printer port

» Replay Qut: Max. 220VAC 2A

KAS-100

Area Air Sampler
TYPE APPROVAL from Korean Ministry of Environment

- Small and Light

+ Range: 0 ~ 25L/min

« Power Supply: AC type/ 220VAC/50-60Hz
- Weight: 3.5kg

» Pump: Linear type

AIR SAMPLER

SARA-4000S

Automatic Sequential Sampling System/ 19” Rack Type
TYPE APPROVAL from Korean Ministry of Environment

- Automatic Filter Rotation System: Max. 16ea

- 2 Different mode: Instantaneous flow mode and volumetric flow mode
» Short Message Service(SMS) support

» Range: Q ~ 25 LPM

» Pump Type: Diaphragm, 0 ~ 28 LPM

» Operation Temperature: O ~ 50T

» 32 BIT Microcontroller/ Window-CE 6.0 Touch LCD

» 19" Rack Type

SARA-4000MS

Automatic Sequential Sampling System/ Portable Type
TYPE APPROVAL from Korean Ministry of Environment

« Portable Unit (combined with SARA-4000S)
» Dimensions: 483mm x 178mm x 523mm
- Wight: 12kg
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Touch Graphic-LCD
- User-friendly Interface
3 Different Operation Mode: Manual, Semi-Auto and Schedule

USB memory support
» RS-485 Communication
Mass Flow Controller

‘ |IAQ-MONITOR

« CO2Z2, Temperature and %REH Monitoring
» QOptional Sound Level Measurement

+ RS-485 Communication

» Date and Time Display

SARA-4100

TYPE APPROVAL

PM10/ PMZ2.5/ TSP

« MFM flow measurement

Flow Range: 5L/min
NI-MN battery

» Operation time: Max. 42hr/ Max. 100hr (Optional)

Volumetric Flow Range: 5999 9 liter
Wight: 3kg

KAS-110

TYPE APPROVAL
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Theory: Anderson Type Collision Impaction
Pump type: Linear type:

Flow Range: 0 ~ 30LPM

Wight 3.5kg

Head Size: 74mm(H) x 105mm(Dia)

Head Holes: 400 holes/ 0.25mm diameter
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